
Leica TP1020 Tissue Processor 
 
       

The Leica TP1020 is an automatic tissue processor 
designed for laboratory applications. It is used for 
fixation, dehydration and infiltration of histological 
tissue samples with fixative, alcohol, solvents and 
paraffin wax. The capacity of the instrument is up 
to 100 cassettes and the holding capacity is 1.8 L. 

 

Product details:    
• Instrument from 2018 

• Left overs of consumables (Parrafin, 
additional equipment, etc.) 

Power requirements: 
• Voltage: 230 Volt, 50-60 Hz 

• Heat emission (max.) 700J/s 

• Operating temperature range 5C – 

40C 

 
 

System Dimensions: 
• Carousel lid:  820 mm 

• Height: 595-780 mm 

• Pitch diameter of rollers:  610 mm 

• Weight: 130 kg 

 

 
Specifications: 

TP1020 (Double loading ) with vacuum 1 pc 

Wax bath TP1020 Chloroform 1 pc 

Activated carbon filter, for organics 1 pc 

Activated carbon filter for formaldehyde 1 pc 

Flexible Tube 50x 4000 1 pc 

Aluminium reagent container for vacuum 9 pcs 

Reagent container carriers 9 pcs 

Wax baths (1.8L) 3 pcs 

Standard tissue baskets 2 pcs 

Tubinge band clamp 1 pc 

Temperature area Temperature controlled oven (18-70 C 
range) and detection heater 

 


